Cemline Replacement Tube Bundles for Storage Water
Heaters and Heat Exchangers

* Constructed as an exact replacement for
all existing tube bundles
®* Double Wall Tube Bundies

Tube Material in Stock: Style of Coil:

* Copper e U-Bend
* 90:10 Copper-Nickel * Floating Head
* Stainless Steel- 304-316 * Fixed Tube Sheets

CEMLINE CORPORATION

P.O. BOX 55 CHESWICK, PENNSYLVANIA 15024
Phone: (724) 274-5430 FAX (724) 274-5448

www.cemline.com




Replacement Tube Bundie

Fact Sheet

Fill in Dimensional Data

Spacer/Baffle Options

-

]

D Heat Exchanger Replacement,
Forced Hot Water Heater

Tube Sheet Options

Baffle or
Spacer Spacing

]
]

Number of
Baffles or Spacers

D Between the Bolt
Tube Sheet

CTYYYYYy

Half Baffle

D Tank Replacement,
Submerged Heater

(1 Full Face Tube Sheet

[ Full Face Tube Sheet

(Drilled and Tapped)

Please fill in information

that is known.

Tube Sheet

[1 Steel

[ Copper Lined
[ Other

Number of Passes
[ 2 Passes
[ 4 Passes

Wall
(1 Single Wall
[ Double Wall

«— OD. —»

‘ O.D. of Tubes

‘ Number of Tubes

‘ Material of Tubes

Often it is impossible to measure all dimensions while the unit
is in service. We can manufacture a coil to fit when provided
with the minimum of 4 dimensions.

Required information:

1. P - cenfer to center of bolt holes. |:|
2. Number of bolts. |:|

3. R-O.D. of neck or circumference of neck.

4. Length of unit. If unknown, measure the
length of vessel or maximum length
available to remove bundle.

Optional information:

oo [ ]
2. Bolt circle |:|

| UL

3. Size of bolts




